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DECLARATION OF PERFORMANCE 
 

Nr. 180508JM 
 

1. Unique identification code of the product-type: air handling units Verso, Domekt, Klasik 
 

2. Type, batch or serial number or any other element allowing identification of the construction product: Verso, Domekt, 
Klasik-[R,CF,S,RHP,M,RA]-[10-10000]-[H,V,U,F]-[AC,EC,PM]-[G4,M5,F7,F8F9]-[HW,HE,HDX,HCW,HG]-
[R1,R2,L1,L2]-C[3-7]-[L,XL,UL/AZAEAZM]; 

  
3. Intended use or uses of the construction product, in accordance with the applicable harmonized technical specification, 

as foreseen by the manufacturer: ventilation equipment is designed to extract or supply the air to the premises with air 
purification filters, heat exchangers, fans, heaters, coolers, humidifiers. Ventilation equipment can be installed in 
homes, apartments, offices, technical rooms, inside or outside buildings. 
 

4. Name, registered trade name or registered trade mark and contact address of the manufacturer: UAB Komfovent, code 
124130658 Ozo street. 10, Vilnius, phone.+370(5) 2300 585,info@komfovent.com  
 

5. Where applicable, name and contact address of the authorized representative whose mandate covers the tasks: NPD 
 

6. System or systems of assessment and verification of constancy of performance of the construction product: system 4 
 

7. 
 
8. 

Name and identification number of the notified body: NPD 
 
Name and identification number of the Technical Assessment Body: NPD 

  
9. Declared performance:  

 
Essential characteristics Performance Technical specification 

All units are made from galvanized 
steel 

DX51D+Z275 (chemical 
passivation. Zinc thickness 
275g/m2) 

LST EN10346:2009 Continuously hot-dip 
coated steel flat products - Technical delivery 
conditions 

Painting  
Verso, Domekt – standard 
Klasik – on request 

Class C3 ISO 12944-5:2007  Paints and varnishes - 
Corrosion protection of steel structures by 
protective paint systems - Part 5: Protective 
paint systems 

IP protection class IP54 LST EN 60204-1 Safety of machinery - 
Electrical equipment of machines - Part 1: 
General requirements, according directive 
2006/95/EB 

Rotor wheel with purge section air 
mixing factor 

Internal leakage Up to 0.1% 

Rotor wheel without purge section 
air mixing factor 

Internal leakage Up to 1% 

Counter cross plate heat exchanger 
mixing factor 

Internal leakage Up to 0.2% 

The declaration is valid according to the manufacturer's instructions installed and operating devices if for device 
was not made a change. 

 

  

 The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9. 
This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4. 
 
Signed: 
 
Head of technical department  Jonas Mikalauskas, Vilnius 2018 05 08 

 


